BAR TYPES BILL OF MATERIAL - END BENT 1
STAGE 1 STAGE 2
» C_ @ Y e BAR | NO.|SIZE [TYPE] LENGTH | WEIGHT | BAR | NO. | SIZE | TYPE| LENGTH | WEIGHT
. g X B1 8 9 1 24- 0 653 B6 8 | 9 1 11- 0 299
Yy B2 | 2 5 |STR| 25- 0 52 BT | 2 5 |STR| 10- 8 22
1-3 22'-9 Bl N B3 | 4 4 |STR| 24-5 65 B8 | 4 4 |STR| 10- 8 29
-3 9'-g" B6 . B4 | 8 4 |sTR| 2-5 13 , |
A\ @ B5 | 4 4 | STR| 18-10 50 DI | 5 6 |STR| 1-6 11
| )
2" CL. N DI | 13 | 6 |STR| 1-6 29 HL | 13 | 4 2 6- 4 55
6” R @ . , , ,
™ I Y HL | 13 4 2 6- 4 55|K1 6 4 |STR| 2-6 10
#4 S4 2”CL. 2/_5// I
! - — CONST. JT. B 5'-8" J H1 -~ KI | 6 | 4 [STR| 2-6 10 | st [ 10| 4 3 3- 2 21
f ! | s2 | 10 | 4 4 7- 5 50
J_ ‘ < 1757 S4 St |20 | 4 3 3-2 42 | S3 | 4 4 | 5 6- 6 17
S, I T -— 250 | Ul | s2 [20 [ 4 | 4 7- 5 39 | s4 | 2 | 4 | 6 4- 5 6
s s3 | 10| 4 5 6- 6 43 |
O ) 4| " 21__5// 4[ "
I-/ZT T/z—‘ sS4 | 2 4 6 4- 5 6 vi | 18 4 |sTR| 4-3 51
|
2 CL. HK. HK. s W -
,\J C @ ) 5 @ 3| 4 [ 6| 55 47|
v2 [ 18 | 4 [sTR| 4-10 58
PLAN ELEVATION 11-3 AP
| REINFORCING STEEL 1222 LBS. | REINFORCING STEEL 571 LBS.
, CLASS A CONCRETE (CU. YDS.) CLASS A CONCRETE (CU. YDS.)
(EACH END SIMILAR )
@ | POUR #*1 CAP & LOWER POUR *1 CAP & LOWER
PART OF WING 2 7.2 PART OF WING 1 3.4
POUR *2 UPPER PART POUR *2 UPPER PART
| OF WING 2 0.6 OF WING 1 0.7
1/-8" POUR *3 LATERAL GUIDES 0.1 | POUR *3 LATERAL GUIDES 0.1
ALL BAR DIMENSIONS ARE OUT TO O0OUT. TOTAL 7.9 TOTAL 4.2
| HP 12 X 53 STEEL PILES HP 12 X 53 STEEL PILES
NO.5 (LIN.FT.) 325.0 NO. 2 (LIN.FTJ 130.0
STEEL PILE POINTS 5 EACH | STEEL PILE POINTS | 2 EACH
|
D0 2 0 R -
0T BA .
BAGS_SHALL BE OF POROUS | L BAck GODGE
6" MIN.) PEPE FABRIC, SECURELY TIED. s / oo
FOR DRAINAGE
p——— AN oy 7
N A 45° % L
_GRADE TO DRAIR PILE VERTICAL PILE HORIZONTAL HORIZOETA'—
TOE OF SLOPE | o OR VERTICAL
*P 0" 10 Ve 60°_%0°°
) N
v
BAGGED STONE AND PIPE SHALL BE PLACED IMMEDIATELY AFTER COMPLETION N ' \‘/\7 PROJECT NO B-3667T
OF END BENT EXCAVATION. PIPE MAY BE EITHER cogcgEggh%ORggé;?JgET 5 == — N/ )
STEEL, CORRUGATED ALUMINUM ALLOY, OR CORRUGATED PL ) E 2 \
. PIPE WILL NOT BE ALLOWED. ~ Y < » JACKSON COUNTY
/ ) o T N A
-+ BAGGED STONE SHALL REMAIN IN PLACE UNTIL THE ENGINEER DIRECTS THAT - ., /s e . + - -
IT BE REMOVED. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF SILT N/ s 0" 70 Vs AN STATION: 12+52.50 -L
ACCUMULATIONS AT BAGGED STONE WHEN SO DIRECTED BY THE ENGINEER. DETATL A ° o
BAGS SHALL BE REMOVED AND REPLACED WHENEVER THE ENGINEER DETER- = SHEET 3 OF 3
MINES THAT THEY HAVE DETERIORATED AND LOST THEIR EFFECTIVENESS. 3
STATE OF NORTH CAROLINA
NO SEPARATE PAYMENT WILL BE MADE FOR THIS WORK AND THE ENTIRE * DETAIL B
COST OF THIS WORK SHALL BE INCLUDED IN THE UNIT CONTRACT PRICE POSITION OF PILE DURING WELDING. L DEPARTMENT OiALEANSPORTATION
. BID FOR THE SEVERAL PAY ITEMS.
PILE SPLICE DETAILS SUBSTRUCTURE
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